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series 1500VERTICAL MULTIPOINT LOCKS

CONSTRUCTIVE FEATURES:
Zinc and plasti c plated steel cases and covers - Nickel-plated special alloy self-centering dead bolts 
with lock-picking system - Nickel-plated special alloy anti -noise latch bolt - Zinc-plated special alloy 
square spindle device  8 mm.

WORKING:
Key driven dead bolts - Handle or key driven latch bolt. 

HAND:
Reversible.

PROVIDED WITH:
2 roses cod. 0120 N, 2 forend spacers cod. 0633 N (for “U” shaped forend), cylinder screw, 
stainless steel fi xing screws, assembling instructi ons.

3 DEAD BOLTS AND ADJUSTABLE LATCH BOLT
SHORT FACEPLATE
Latch bolt interchangeable with roller bolt cod. 01435

COD. E L A Forend Throws

1500.25.PC 25 1570 40
Stainless steel

1 1,91 1 5

1500.30.PC 30 1570 45 1 1,94 1 5

1500.35.PC 35 1570 50 1 1,97 1 5

1500.25.UC 25 1570 40
Stainless steel

1 1,97 1 5

1500.30.UC 30 1570 45 1 2,00 1 5

1500.35.UC 35 1570 50 1 2,03 1 5


